
Model: E3-110043-101B

IDA E3 General Purpose Variable Speed Drive
0.75 kW (1 HP), 4.3 A, 110-115 V, 1-3PH
IP66 Outdoor Switched Variable Frequency Drive

Input Ratings

Supply Voltage 110-115 V

Input Phases 1

Supply Current (Cont.) 15.8 A

Supply Fuse / MCB (Type B) 25 A

Output Ratings

Motor Output Rating 0.75 kW (1 HP)

Output Voltage 0 – 2 x Supply Voltage

Output Current 4.3 A

Cable Information

Max Supply Cable 8 mm² (0.01 sq in)

Max Motor Cable 8 mm² (0.01 sq in)

Max Motor Cable Length 100 m (328 ft)

Factory Build Options

EMC Filter No Internal EMC Filter

Brake Transistor No Internal Brake Transistor

Enclosure IP66 Outdoor Switched

Display LED

PCB Coating -

Control & Monitoring

Control Method Sensorless Vector / PM Vector /
BLDC / SynRM

PWM Switching Frequency 2-16 kHz

Braking Motor Flux Braking (software-
based, no brake transistor fitted)

Monitoring Hours Run Meter, Output Current,
Drive Temp, DC Bus Voltage

Drive Dimensions

Frame Size Size 1

Height 232 mm (9.13 in)

Width 161 mm (6.34 in)

Depth 162 mm (6.38 in)

Weight 2.3 kg (5.07 lbs)

Fixings 4 x M4

Packaged Dimensions

Height 205 mm (8.07 in)

Width 210 mm (8.27 in)

Depth 345 mm (13.58 in)

Weight 2.9 kg (6.39 lbs)

Environmental Ratings

Operating Temperature -20°C to 50°C (-4°F to 122°F)

Storage Temperature -40°C to 60°C (-40°F to 140°F)

Altitude Up to 1000m ASL without derating
(4000m max, non-UL)

Humidity 95% max, non-condensing

Certifications & Compliance

EU Directives Low Voltage 2014/35/EU, EMC
2014/30/EU, Machinery 2006/42/EC

Additional Conformance CE, UL, RCM

ABN 62 010 960 942
Specifications subject to change without notice. 
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